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§1915.165

employees, equipment, and tools are
free of the propeller.

[47 FR 16986, Apr. 20, 1982, as amended at 76
FR 24711, May 2, 2011]

§1915.165 Ship’s deck machinery.

(a) Before work is performed on the
anchor windlass or any of its attached
accessories, the employer shall ensure
that the following steps are taken:

(1) The devil claws (also known as
chain stoppers) shall be made fast to
the anchor chains.

(2) The riding pawls shall be in the
engaged position.

(3) In the absence of devil claws and
riding pawls, the anchor chains shall be
secured to a suitable fixed structure of
the vessel.

[47 FR 16986, Apr. 20, 1982, as amended at 67
FR 44545, July 3, 2002]

Subpart K—Portable, Unfired Pres-
sure Vessels, Drums and Con-
tainers, Other Than Ship’s
Equipment

§1915.171 Scope and application of
subpart.

The standards contained in this sub-
part shall apply to ship repairing and
shipbuilding and shall not apply to
shipbreaking.

§1915.172 Portable air receivers and
other unfired pressure vessels.

(a) Portable, unfired pressure vessels,
built after the effective date of this
regulation, shall be marked and re-
ported indicating that they have been
designed and constructed to meet the
standards of the American Society of
Mechanical Engineers Boiler and Pres-
sure Vessel Code, Section VIII, Rules
for Construction of Unfired Pressure
Vessels, 1963. They shall be subjected
to a hydrostatic pressure test of one
and one-half times the working pres-
sure of the vessels.

(b) Portable, unfired pressure vessels,
not built to the code requirements of
paragraph (a) of this section, and built
prior to the effective date of this regu-
lation, shall be examined quarterly by
a competent person. They shall be sub-
jected yearly to a hydrostatic pressure
test of one and one-half times the
working pressure of the vessels.
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(c) The relief valves on the portable,
unfired pressure vessels in paragraphs
(a) and (b) of this section shall be set to
the safe working pressure of the ves-
sels, or set to the lowest safe working
pressure of the systems, whichever is
lower.

(d) A certification record of such ex-
aminations and tests made in compli-
ance with the requirements of para-
graphs (a) and (b) of this section shall
be maintained. The certification record
shall include the date of examinations
and tests, the signature of the person
who performed the examinations or
tests and the serial number, or other
identifier, of the equipment examined
and tested.

[47 FR 16986, Apr. 20, 1982, as amended at 51
FR 34562, Sept. 29, 1986; 67 FR 44545, July 3,
2002]

§1915.173 Drums and containers.

(a) Shipping drums and containers
shall not be pressurized to remove
their contents.

(b) A temporarily assembled pressur-
ized piping system conveying haz-
ardous liquids or gases shall be pro-
vided with a relief valve and by-pass to
prevent rupture of the system and the
escape of such hazardous liquids or
gases.

(c) Pressure vessels, drums and con-
tainers containing toxic or flammable
liquids or gases shall not be stored or
used where they are subject to open
flame, hot metal, or other sources of
artificial heat.

(d) Unless pressure vessels, drums
and containers of 30 gallon capacity or
over containing flammable or toxic liqg-
uids or gases are placed in an out-of-
the-way area where they will not be
subject to physical injury from an out-
side source, barriers or guards shall be
erected to protect them from such
physical injury.

(e) Containers of 55 gallons or more
capacity containing flammable or toxic
liquid shall be surrounded by dikes or
pans which enclose a volume equal to
at least 35 percent of the total volume
of the containers.

(f) Fire extinguishers adequate in
number and suitable for the hazard
shall be provided. These extinguishers
shall be located in the immediate area

108



Occupational Safety and Health Admin., Labor

where pressure vessels, drums and con-
tainers containing flammable liquids
or gases are stored or in use. Such ex-
tinguishers shall be ready for use at all
times.

Subpart L—Electrical Machinery

§1915.181 Electrical circuits and dis-
tribution boards.

(a) The provisions of this section
shall apply to ship repairing and ship-
building and shall not apply to
shipbreaking.

(b) Before an employee is permitted
to work on an electrical circuit, except
when the circuit must remain ener-
gized for testing and adjusting, the cir-
cuit shall be deenergized and checked
at the point at which the work is to be
done to insure that it is actually deen-
ergized. When testing or adjusting an
energized circuit a rubber mat, duck
board, or other suitable insulation
shall be used underfoot where an insu-
lated deck does not exist.

(c) De-energizing the circuit shall be
accomplished by opening the circuit
breaker, opening the switch, or remov-
ing the fuse, whichever method is ap-
propriate. The circuit breaker, switch,
or fuse location shall then be locked
out or tagged in accordance with
§1915.89.

(d) When work is performed imme-
diately adjacent to an open-front ener-
gized board or in back of an energized
board, the board shall be covered or
some other equally safe means shall be
used to prevent contact with any of the
energized parts.

[47 FR 16986, Apr. 20, 1982, as amended at 67
FR 44545, July 3, 2002; 76 FR 24711, May 2,
2011]

Subparts M-O [Reserved]

Subpart P—Fire Protection in
Shipyard Employment

SOURCE: 69 FR 55702, Sept. 15, 2004, unless
otherwise noted.

§1915.501 General provisions.

(a) Purpose. The purpose of the stand-
ard in this subpart is to require em-
ployers to protect all employees from
fire hazards in shipyard employment,

§1915.502

including employees engaged in fire re-
sponse activities.

(b) Scope. This subpart covers em-
ployers with employees engaged in
shipyard employment aboard vessels
and vessel sections, and on land-side
operations regardless of geographic lo-
cation.

(c) Employee participation. The em-
ployer must provide ways for employ-
ees or employee representatives, or
both to participate in developing and
periodically reviewing programs and
policies adopted to comply with this
subpart.

(d) Multi-employer worksites—(1) Host
employer responsibilities. The host em-
ployer’s responsibilities are to:

(i) Inform all employers at the work-
site about the content of the fire safety
plan including hazards, controls, fire
safety and health rules, and emergency
procedures;

(ii) Make sure the safety and health
responsibilities for fire protection are
assigned as appropriate to other em-
ployers at the worksite; and

(iii) If there is more than one host
employer, each host employer must
communicate relevant information
about fire-related hazards to other host
employers. When a vessel owner or op-
erator (temporarily) becomes a host
shipyard employer by directing the
work of ships’ crews on repair or modi-
fication of the vessel or by hiring other
contractors directly, the vessel owner
or operator must also comply with
these provisions for host employers.

(2) Contract employer responsibilities.
The contract employer’s responsibil-
ities are to:

(i) Make sure that the host employer
knows about the fire-related hazards
associated with the contract employ-
er’s work and what the contract em-
ployer is doing to address them; and

(ii) Advise the host employer of any
previously unidentified fire-related
hazards that the contract employer
identifies at the worksite.

§1915.502

(a) Employer responsibilities. The em-
ployer must develop and implement a
written fire safety plan that covers all
the actions that employers and em-
ployees must take to ensure employee

Fire safety plan.
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